






BMT USA steam generators provide accurate pressure control and fast response times while generating the 

highest quality pure or clean steam -- free of additives, impurities, and other harmful contaminates -- suitable 

for pharmaceutical, biotech, laboratory, industrial, and food and beverage manufacturing processes. BMT USA 

pure and clean steam generators are available in electric or plant steam heated models with capacities ranging 

from 50lbs/hr up to 5000lbs/hr. 

Pharmaceutical-Grade Steam

Quality Built-in

BMT USA steam generators are designed and built to 

meet and exceed current Good Manufacturing Practices 

(cGMP). The frame of the unit, along with the vessel, 

piping, insulation covering, and all components in contact 

with the feed water or clean steam are constructed of 

100% stainless steel to prevent rusting and ensure longer 

machine life. In addition, only high-grade, non-proprietary 

components are used throughout. 

Every unit is subjected to rigorous factory acceptance 

testing (FAT) at our ISO 9001 certified facility in Monroe, 

Washington. During the FAT, all systems and processes 

are fully evaluated to ensure optimal operation and that 

the highest quality pure or clean steam is generated. All 

test results are thoroughly documented to aid in on-site 

validation, saving you time and money. 

Pharmaceutical Food & BeverageLaboratoryBiotech Manufacturing

Suitable for applications in...
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Safeguarding pharmaceutical, life science and food products 
against contamination with high quality pure and clean steam.



Electrically Heated

BMT USA electric steam generators utilize 316L stainless 

steel heating elements with 3-phase voltage to heat and 

evaporate purified water, resulting in clean steam that is 

dry and free of pyrogens. Electric steam generators are 

ideal for facilities without access to utility steam. 

[Figure A]
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Plant Steam Heated 

Steam-to-steam generators utilize plant steam as the 

heating source to produce pure or clean steam with 

rapid heating and response times. The shell and tube 

heat exchanger are made from 316L stainless steel and 

available in single or double-tube-sheet construction. 

Plant Steam Heated Operation Overview

The shell side of the evaporator is filled with plant 

steam, providing heat to the evaporator tubes. The 

tubes are filled to approximately 40% from the bottom 

with feed water. As the feed water is heated and 

evaporates, it travels up the tubes where additional heat 

removes any moisture. The steam exiting the top of the 

evaporator is clean, dry and saturated. Any impurities 

remaining in the concentrated feed water are lead to 

drain via a timed blow down valve.

Heating Systems

Pure Steam 

A steam separation device can be installed at the top 

of the evaporator for applications requiring pure steam. 

The steam separator directs clean steam through a 

strenuous path where any remaining moisture and 

impurities are stripped and lead to drain. The result is 

high quality pure steam that satisfies the requirements 

for U.S. Pharmacopoeia (USP). When condensed and 

tested, the pure steam will also meet water for injection 

(WFI) standards.
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Optional steam separator 
for pure steam generationEngineered Features

BMT USA pure and clean steam generators are 

engineered to include a range of standard features 

that improve performance, increase functionality and 

prolong the useful life of the unit: 

• All stainless steel construction to prevent rusting or 
roughing. 

• Fast response times and tight steam pressure control 
without the need of a pressure regulator. 

• Industrial-grade Allen-Bradley or Siemens PLC-based 
control system.

• Fully constructed with non-proprietary components 
for greater reliability, availability and value. 

• 100% drainable design to prevent standing water. 

• Extensive validation documentation to reduce on-site 
validation time.



Additional Generator Options:

• Double-tube-sheet construction.  [A]                                        
*plant steam heated models only.

• Steam quality sample system.  [B]

• Stainless steel and/or sanitary feed water booster    
pump system.  [C]

• Sanitary feed water piping with sanitary                           
components and connections.

• Automatic drain valve for prolong shut down.

• Allen-Bradley or Siemens PLC control systems.

• Electro-polishing of the vessel and piping.

• Steam separator for pure steam demands.

• Steam conductivity monitoring and recording.

• Feed water conductivity monitoring and recording.

• Block and bleed valve arrangement to drain feed line 
when fed with USP or WFI feed water.

A B C
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BMT USA steam generators are equipped with industrial-grade Allen-Bradley or Siemens PLC-based control systems with 

touch screen operator interfaces. Optional secondary HMI panels may also be added for remote operation of the unit. 

The control system incorporates a user-friendly design with easy to navigate screens to reduce time spent searching for 

information, while still maintaining the ability to configure exact parameters needed for special operations.

Industrial-Grade PLC Controls
Secure, user-friendly control system for reliable operation.



Steam 
Generator

Models

Electric heated 
model capacity @ 

up to 80 PSIG 
output pressure

Plant steam heated models @ various plant steam pressures with 
45 PSIG clean steam output pressure

100 PSIG 7 bar 80 PSIG 6 bar 65 PSIG 5 bar

CSG 50

CSG 100

CSG 150

CSG 200

CSG 5000

CSG 250

CSG 300

CSG 350

CSG 400

CSG 500

CSG 800

CSG 1000

CSG 1500

CSG 2000

CSG 2500

CSG 3000

CSG 4000

50 lbs/hr

150 lbs/hr

200 lbs/hr

250 lbs/hr

300 lbs/hr

350 lbs/hr

400 lbs/hr

500 lbs/hr

800 lbs/hr

900 lbs/hr

100 lbs/hr

50 lbs/hr

N/A

5000 lbs/hr

150 lbs/hr

200 lbs/hr

250 lbs/hr

300 lbs/hr

350 lbs/hr

400 lbs/hr

500 lbs/hr

800 lbs/hr

1000 lbs/hr

100 lbs/hr

1500 lbs/hr

2000 lbs/hr

2500 lbs/hr

3000 lbs/hr

4000 lbs/hr

23 kg/hr

2268 kg/hr

68 kg/hr

90 kg/hr

113 kg/hr

136 kg/hr

158 kg/hr

181 kg/hr

227 kg/hr

363 kg/hr

454 kg/hr

45 kg/hr

680 kg/hr

908 kg/hr

1134 kg/hr

1360 kg/hr

1814 kg/hr

34 lbs/hr

3400 lbs/hr

102 lbs/hr

136 lbs/hr

170 lbs/hr

204 lbs/hr

238 lbs/hr

272 lbs/hr

340 lbs/hr

544 lbs/hr

680 lbs/hr

68 lbs/hr

1020 lbs/hr

1360 lbs/hr

1700 lbs/hr

2040 lbs/hr

2720 lbs/hr

18 lbs/hr

1800 lbs/hr

54 lbs/hr

72 lbs/hr

90 lbs/hr

108 lbs/hr

126 lbs/hr

144 lbs/hr

180 lbs/hr

288 lbs/hr

360 lbs/hr

36 lbs/hr

540 lbs/hr

720 lbs/hr

900 lbs/hr

1080 lbs/hr

1440 lbs/hr

15 kg/hr

1542 kg/hr

46 kg/hr

62 kg/hr

77 kg/hr

92 kg/hr

108 kg/hr

123 kg/hr

154 kg/hr

246 kg/hr

308 kg/hr

31 kg/hr

462 kg/hr

616 kg/hr

771 kg/hr

925 kg/hr

1233 kg/hr

8 kg/hr

816 kg/hr

24 kg/hr

32 kg/hr

40 kg/hr

49 kg/hr

57 kg/hr

65 kg/hr

81 kg/hr

130 kg/hr

163 kg/hr

16 kg/hr

244 kg/hr

326 kg/hr

408 kg/hr

489 kg/hr

653 kg/hr
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We recognize the important role our equipment plays in your 

Laboratory. Therefore we are committed to providing the 

highest quality equipment that is backed up with excellent 

customer service and support. Whether you opt for an annual 

service plan or require emergency service, our team of highly 

trained field-service technicians will always have you covered.

Committed to Supporting 
Our Clients at Every Stage

Install Supervision--Eliminates installation errors.

Start-up—For optimization of equipment on-site

Training—For proper and easy operation

Calibration—Accurate and reliable instrumentation

Validation—Expert knowledge for ease in validating

Preventative Maintenance—Reduced downtime

Emergency Service—On-site or remote service to    
restart operations as quickly as possible. 

Steam Generator Capacities



BMT USA, LLC
14532 169th Dr. SE
Suite 142 

Monroe, WA 98272 

www.bmtusa.com 
(360) 863-2252

sales@bmtusa.com 

cGMP Steam Sterilizers

cGMP Washers

Pure & Clean Steam Generators 

Depyrogenation Ovens  

Laboratory Steam Sterilizers

Laboratory Washers

Laboratory Drying Ovens 

Laboratory Incubators 

Climate & Stability Test Chambers 

BMT USA. Pure Results.


